LONGI

LONGi SOLAR MODULE
PACKAGING INSTRUCTION

For Hi-MO5, LR5-72xxx-xxx with Frame

Notes:

This introdction is only for the designated
LONGi Solar Module Packaging. LONGi Solar
reserves the right to make changes to the
packaging specification without prior notice.

Compiled according to the <LGiLE-T-PRD-112> Vo1



— LONGi SOLAR MODULE PACKAGING INSTRUCTION —

Part A.
Basic Information List
*Only for reference
Module Module Pallet Pallet Pallet 20GP Container 20GP Container 40HQ Container 40HQ Container
No. Type Dimension (mm) Module QTY Weight* (kg) Dimension* (mm) Pallet QTY Total Module QTY Pallet QTY Total Module QTY
1 LR5-72HPH 2256x1133x35 31 893 2300x1120x1238 5 155 20 620
2 LR5-72HBD 2256x1133x35 31 1051 2300x1120x1238 5 155 20 620
Part B.
Container Stacking Solutions
Pallet QTY Module QTY Pallet QTY Module QTY
20GP 40HQ
5 155 20 620
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— LONGi SOLAR MODULE PACKAGING INSTRUCTION —

Part B.
Container Stacking Solutions The follow pictures of module and package material are only for reference to understand the package process in general.

Prepare the pallet. Cover a carton bottom panel.

4

' 4

N

NP Put on the four corner protectors for modules. N X8 Place the first module on the pallet vertically,
with the backside upon a supporter.

Front Back
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— LONGi SOLAR MODULE PACKAGING INSTRUCTION —

Part B.
Container Stacking Solutions The follow pictures of module and package material are only for reference to understand the package process in general.

L Place subsequent modules one by one in Place the last module on the opposite side
the same side & direction on the pallet vertically. (backsheet outside). Then place two long corner
protectors, fasten the modules with four strapping bands .
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— LONGi SOLAR MODULE PACKAGING INSTRUCTION —

Part B.
Container Stacking Solutions The follow pictures of module and package material are only for reference to understand the package process in general.

Cover the lid, and stick the shipping list and other SR Fix two strapping bands around the box, and cover
document according to customer requirement.

2 lays wrap film outside the box.

NEMPY Pile up pallets, but no more than 2 layers. Stack pallets
in container and fix the outermost row with straps and

in case of slipping.

105



SEEEEEEEEN EEE HEE
EEEEN EEEEN
EEEE | | EEEE
EEEEEEEEEEEEEEEN EEE EEEE EEEEE
SEEEEEEEEEEEEEEEN EEE EEEN EEEEEEE
ifEEEEEEEEEEEEEEEER m EEE EEEEEEEEER

EEEEEEN EEEEEEEEN HEEE EEEEEEEEEEENS

EEEEEEEN I
SESEEEEEEEEN EEEEEE EEEN EEEEEEEEEEEEEEEEEEEEEEEEEEEEN
EEEN EEEEN EEEEENEEEEENEEENEEEEEEEEEEEEN]

u L} NLLLLL EEEEEEEEEENS
J ™y . - Nl NV LLLL
A ~ U d) U L]
N l I/ IjEEEEEN
' y | I IEEEENE
EEE _ AT 4L _EEEA T (BT AT INEEEEEE

EEEEEN EEEEEESEEEEEEEEENEEEEEEENEEEENEEEEEEEEEW
] m EEEEEEEEENEEEEEEEEEENEEEEEEEEEEEEEEEEEEEE
i EEEEEER EEEEEEEEEEEEEEEEEEENEEEEEEEEEEEEEEEEEEEN

EEE EEEEEN
EESSEEENEEENEEEEEEEEN EEE EEEE ®
EEEEEEEEEER EEEEEEEEEEEEEEEEEER u EEEEEN
EESEEEEEEEEEE EENEEEEEEEEER HEN]
EEEE
n

LONGI

en.longi-solar.com

LONGi Solar Technology Co., Ltd.
Add: No. 8369 Shangyuan Road, Caotan
Eco-Industrial Zone, Xi'an, 710021, China.
Tel: (+86)-029-85767999

FAX: (+86)-029-86686228



